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15° 0.51 PROPRIETARY
The in or by this is
Fe— 2 15.01 £ 0.13 - 30° proprietary by Automotive Racing Products, Incorporated. This document and
the items and infi ti ined or herein shall not be used,
MJ8 x 1.25-4h copied or reproduced in whole or in part, nor shall the contents be revealed in
any manner to any person unless written permission is obtained from
Automotive Racing Products, incorporated.
|UNLESS OTHERWISE SPECIFIED, ALL| DRAWN BY: DATE
NOTES REVISIONS DIMENSIONS ARE IN MILLIMETERS
D.R.D. 6/14/06 — -
1. BREAK SHARP EDGES .003"-.012" CHANGE DATE CHANGED BY | TOLERANCES: L=x2 A
A= £010 XXX = & .005 CHECKED BY: DATE ) | |
2. HEAT TREAT PER AMS-H-6875
MATERIAL: SEE CHART . .
3. ROLL THREADS AFTER HEAT TREAT automotive racing pr oducts
FINISH: SEE CHART APPROVED DATE
4. IMPRESSION STAMP HEAD AS SHOWN PART:NUMBER PART DESCRIFTION
% 8mm ACCESSORY
5. REFERENCE (REF) DIMENSIONS FOR DESIGN ikt /\ SEE TABLE BOLT-HEX HEAD
PURPOSES ONLY - NOT AN INSPECTION REF:
CRITERIA. HEAT TREAT: UNCONTROLLED
N BO NOGT SCALE DRAWING
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